Die Nadelboxen kénnen nun bequem entnommen werden.
Bei irrtimlicher Entnahme ist ein Zurickschieben der Box
problemlos maglich.

The magazine is now loaded and boxes can be pulled and
returned as necessary.

Les boites d'aiguilles pourront alors étre prises facile-
ment. Les bdites prises par erreur pourront étre réinsérées
facilement dans la cartouche.

Ahora los estuches pueden ser retirados facilmente. Una
toma erronea puede ser invertida empujando los estuches
hacia arriba.

E possibile ora estrarre gli astucci con facilita ed & altret-
tanto facile reinserirli.

Magazin- < 320mm —
Display (MD) | B5/B10: 8/-, 6/1, 5/2, 4/3, 2/4, 1/5. -I6
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Bei der Handhabung der neuen Magazine ist folgendes zu beachten:
When refilling our new magazines proceed as follows:

Veuillez suivre ci-dessous le mode d'utilisation des nouvelles cartouches:
Para el manejo adecuado de los nuevos contenedores se deberan seguir
las siguientes indicaciones:

Per l'utilizzo di questi nuovi contenitori, occorre osservare i seguenti
accorgimenti:
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Banderolierte 30er Nachfull-Einheit nach Entfernen der Schrumpf-
Folie in das Magazin einlegen — dabei die Banderole nicht be-
schadigen!

Insert refill-unit of 30 boxes into open back of magazine.
Insérez l'unité de recharge de 30 boites dans la cartouche.

Quite la cubierta plastica sin maltratar la banderola azul e inserte
el paquete de 30 estuches en el contenedor.

Togliere I'imballaggio senza rompere il nastro azzurro in plastica
ed inserire la confezione di 30 astucci nel contenitore.

Gefllltes Magazin in das Verkaufsgerat (Magazin-Display) einset-
zen. Darauf achten, daB die Raste (a) fest in die Halteleiste des
Magazin-Displays einrastet! Der korrekte Abstand zwischen den
Magazinen wird durch Distanznocken (b) gewahrleistet.

Place magazine into magazine-display. Make sure it locks in (a).
Spacers (b) are in place for the necessary distance between maga-
zines.

Placez la cartouche pleine dans le présentoir. Faites attention
que le ressort a déclic (a) s'enclenche bien dans le présentoir. Gar-
dez la distance correcte entre les cartouches (b).

Fije el contenedor dentro del dispensador y asegurese que la lan-
ceta (a) enganche en el liston! La distancia correcta entre los con-
tenedores esta garantizada por los distanciadores (b).

Agganciare il contenitore riempito all'espositore, prestando at-
tenzione che il gancio (a) si inserisca bene nell’apposito spazio.
La corretta distanza fra i contenitori viene garantita dai separatori
in rilievo (b).

Mittels der unten befindlichen Lasche die Banderole der Nachfill-
Einheit 16sen und nach unten herausziehen.

Loosen refill wrapper at bottom and pull out downwards.

Par le moyen de la languette en bas, détachez I'emballage plasti-
que de l'unité de recharge.

Tire la lengueta de la banderola azul hacia abajo para retirar la
cinta que rodea los estuches.

Tirare lalinguetta del nastro azzurro verso il basso e questo si disfa.



Normale Rundspitze »R«

Rundspitzen/Nadeln zur Textilverarbeitung

Spitze Rundspitze »SPl«

Kleine Kugelspitze »SES«

Mittlere Kugelspitze »SUK«
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Nahtbild:
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Normale Rundspitze »R«

Rundspitzen / Nadeln zur Verarbeitung von Textilien

Spitzensymbol:

[

Nahtbild:
T T—

Spitze Rundspitze »SPl«

Kleine Kugelspitze »SES«

Spitzensymbol:

A

Nahtrichtung

Produkt:

Spitze mit spitzkegeligem Anschliff
Die normale Rundspitze ist die
Standardspitzenform. Bei der
Systembezeichnung wird kein
Spitzenzusatz "R" verwendet.

Produkt:

Nadel mit sehr schlanker,

spitzer Spitze

Exaktes Durchstechen von dicht
gewebten und beschichteten
Materialien

Sauberes, einwandfreies Nahtbild
Minimierung von Nahtkrduseln

Produkt:

Die kleine Kugelspitze verdrangt
Gewebe- und Maschenfaden,
sticht so direkt in die Zwischen-
raume ein und vermeidet
Materialbeschadigung.

Anwendungen:

Leichtes Gewebe
Diinne, beschichtete Materialien

Kaschierte Materialien
mit weichem Kunststoff
bzw. diinner Pappe

Konfektionieren von
Pelzen und Fellen

Folien
Leder-/Textilkombinationen

Anwendungen:

Sehr dicht gewebtes Material, z.B.
Microfaser, Seide

Beschichtete Materialien; schwere
gewebte Materialien, z.B.
Zeltplanen

Diinne, glatte Materialien, z.B. Taft
Steppndhte fiir Oberhemden-
verarbeitung (Oberhemdenkragen,
-manschetten, -frontleisten)
Nicht umsponnene
Elastomerfaden

Anwendungen:

Feine bis mittlere Maschenware
Feine Jeans-Materialien

Leichte, dicht gewebte Materialien
Mittleres bis schweres Gewebe

Kaschierte Materialien (Textil/Textil)

Highlight:
Besonders geeignet fiir
Jersey und Trikot

i s o s s e
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Rundspitzen / Nadeln zur Verarbeitung von Textilien

______________________________________ -
I

Produkt: Highlights: !

1

Nadel mit mittlerer Kugelspitze Beste Nadel fiir stone- und sand- :

(noch starker verrundet als die washed Jeansqualitdaten I

- — ) : kleine Kugelspitze SES) (insbesondere in dicken Nadeldicken) :
T "___Z_..;‘z-‘-‘--—" Nahtrichtung Beste Nadel fiir die Herstellung von
Mittlere Kugelspitze »SUK« Anwendungen: Miederwaren (insbesondere in :
diinnen Nadeldicken) I

Mittlere bis grobe Jeansmaterialien :

Grobe Maschenware :

Herstellung von Miederwaren |

|

|

= |

_______________________________________ 4
|

Produkt: Anwendungen: "

|

Nadel mit grofier Kugelspitze Feine Elastikmaterialien mit I

Diese sehr stark verrundete umsponnenen Elastomerfaden :

— ——— Kugelform ermdéglicht bei groben, Sehr grobe Maschenware I
— —__:;—:E_-_._-——!‘ = m weiten Maschen eine punktuelle :
Grofie Kugelspitze »SKF« Verdrdangung, ohne die Material- I
faden zu durchstechen. I

I

I

1

. l

i -

_______________________________________ 4
Produkt: Anwendungen: :

- |

Nadel mit sehr breiter, stark Mittlere bis grobe Elastikmaterialien

h- .. Nahtbild: verrundeter Spitze mit umsponnenen Elastomerfiaden :

= — T 4 Diese Kombination _bewwkt da§ Grobe Maschenware 1
' o m punktuelle Durchdringen von Gewebe |
Spezial-Kugelspitze »SKL« und Mlaschen durch grt’)ﬁtmt&vgliche Highlight: :
Verdrangung der einzelnen Faden. 1

Die beste Spitzenform fiir die I

Verarbeitung von Lycra :

1

I

I

]
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Cutting points/Needles for stitching leather b o ki be

Narrow wedge point »PCL«

Narrow wedge point »PCR«

®_

\;v.w“
f“'\'

i

¥
\‘; \ 1""&"‘ —_—
i ! : Twist point »LL«

# i

Round point with small
triangular tip »SD1«

" SCHMETZ

NEEDLES SINCE 1853




Cutting points / Needles for stitching leather

S Poirt symbnl ekttt b St b L s
2 - &

Seam appearance:

@

Narrow wedge point »P« or »NW«

Narrow wedge point »PCR«

Seam appearance:

e ", .. o -c2m |

Reverse twist point »LR« or »RTW«

Wide reverse twist point »LBR«
or WD R TW«

Direction of seam

Product:

Cutting point with a lens-shaped
cross-section. The incision follows
the direction of the seam.

Result: A very straight seam

Materials:
Suitable for all types of leather

Product:

Cutting point with a lens-shaped
cross-section. The incision is
made at right angles to the seam
direction.

Result: A very strong seam

Materials:
Suitable for all types of leather

Applications:
Footwear manufacture

Manufacture of bags,
suitcases, accessories

Product:

Cutting point with a lens-shaped
cross-section. The incision is made
at a 45° angle to the direction of
the seam.

Result: A decorative seam
inclined slightly towards the left

Materials:
Suitable for all types of leather

Product:

Cutting point with a lens-shaped
cross-section. The incision is made
at a 45° angle to the direction of
the seam. The cutting effect is
achieved beyond the diameter of
the needle.

Result: A raised, decorative seam
inclined towards the left

Materials:
Suitable for all types of leather

Applications:

Footwear manufacture
Manufacture of bags, suitcases, etc.
with coarse ornamental seams
Manufacture of

belts and straps

Highlight:
The twist ensures that, when the
needle emerges from the material
being sewn, the thread is protected
in the twist groove and is thus not
drawn over the edge of the groove
and eye or over the cutting edge and
not damaged.
CL: Left twist groove below eye for
hooks turning clockwise.
CR: Right twist groove below eye for
hooks turning anticlockwise.
It is particularly useful as the
lefthand needle on a twin needle
lockstitch machine.

Applications:
Clothing industry
Footwear manufacture

Manufacture of bags,
suitcases

Highlight:

The best needle for
decorative seams

Applications:
Clothing industry

Manufacture of bags,
suitcases

Upholstery manufacture

Highlight:

Recommended for decorative seams

which characterise the design

SCHMETZ
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Cutting points / Needles for stitching leather

Point symbol:

/i\

3

Seam appearance: * :
\E/

Twist point »LLe« or nTWe

Twist point »LLCR«

Point symbol:

FAY
0

Seam appearance: @

0
0

Diamond point »Dl« or »DIA«

Point symbol:

0

-

a
0

Direction of seam

Triangular point »D« or »TRI«

Product:

Cutting point with a lens-shaped
cross-section. The incision is made
at a 135° angle to the direction of
the seam.

Result: A slightly recessed,
straight seam

Materials:
Suitable for all types of leather

Product:

Cutting point with a rhombic cross-
section. The centred incision is made in
the direction of the seam. The seam
appearance corresponds to that
achieved with the narrow cross point
(S point); however, the four cutting
edges of the DI point allow heavy, hard
material to be pierced more easily.

Result: A very straight, recessed seam

Materials:

Suitable for heavy, dry,
hard leather

Product:

Cutting point with
a triangular cross-section.

Result: A straight seam

Materials:
Suitable for hard, dry leather

Highlight:

The best cutting effect of
all cutting points

Applications:

LL point:

Footwear manufacture
Manufacture of bags, suitcases

Particularly suitable

for shoe repairs

LLCR point:

For the manufacture of footwear,
to achieve by hooks turning
anti-clockwise the same seam
appearance as on LR-point with
hooks turning clockwise.

Applications:

Footwear manufacture
Manufacture of bags, suitcases
Manufacture of belts, straps

Highlight:

Absolutely precise and tidy
seam appearance

Correct stitch appearance
No needle deflection

Applications:

Manufacture of footwear,
especially for heavy footwear
(e.g. high-leg boots)
Stitching upholstery
Stitching plastics, cardboard,
heavy pressboard, paper

e
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Cutting points / Needles for stitching leather

Pomntaymbel et p e ot b B bl b R K btk o

-
8 Product: Materials: :
mrmm@m Cutting point with a Composites, e.g. laminated :
triangular cross-section. material together with plastic |
8 Result: A straight seam sections :
Plastic sections I
) Applications Hard pressboard :
Half triangular point »DH« Stitching upholstery Tarpaulin material :
Manufacture of vehicle interiors Tent canvas |
Manufacture of tarpaulins, tents, :
awnings |
P
______________________________________ -
Product: Applications:
? Cutting point with a rhombic cross- Footwear manufacture
Seam appearance: . section. The incision is made at a Manufacture

45° angle to the direction of the seam.  of bags, suitcases

Direction of seam Result: A seam inclined —
_ il

slightly towards the left

Reverse twist spear point »VR« Better cutting effect than the Due to the four cutting edges,
or »R TW SP« comparable reverse twist point a correct stitch appearance
(LR point) and no needle deflection is
achieved.
Materials:

Suitable for hard dry, leather

PNl Sy Mmoo e

& Product: Applications:
/E\ = Round point with a very small, Stitching leather
Seam appearance: \1ur/ triangular cross-section. The small Stitching plastic
0 triangular tip cuts approx. 10% of Stitching hard fibres
Direction of seam the stitch hole, with the remaining oa
_ 90% being displaced by the conical Stitching films
round point (R point). AT
Round point with small RESull‘QA Slri{ii [}Jﬂ se};m Highlight:
triangular tip »SD1« or v g Multidirectional sewing:
HTRITIP« A tidy seam appearance

-
|

1

1

1

1

1

|

1

|

|

1

1

1

. 1

. The stitch appearance |
Correct stitch appearance and less anatis thasame i al :
needle deflection than with a round |
|

|

1

1

1

1

1

|

|

|

[

|

|

1

|

|

|

sewing directions when
point (R point) %

using multidirectional

Smaller incision than sewing techniques

when using a cutting point (programmable sewing
machines).

Materials:

Fine leather

Clothing made of leather and imitation leather
Thin, synthetic leather materials

Materials coated with PVC/PUR,
e.g. tarpaulins, tents, coated table cloths
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